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ELEVATE 

YOUR SPACE WITH 

 SERIESRUDY

Versatile Accent Lighting for 
Unmatched Elegance and 
Flexibility

G A R D L E R

In order to accurately restore an object's original colors, 
Gardler Lighting oİers a variety of CCT options, including 
3000K, 3500K, 4000K, and 5700K. These options enhance 
the saturation of objects under the lights, bringing them 
closer to their original colors.

Color Reproduction

The Rudy Series with Power Track-ACCENT LIGHT-your go-to 
solution for premium lighting. Available in surface, recess, semi-
recess, and pendant mounted options, these accent lights are 
expertly crafted from high-quality aluminum optics to deliver 
exceptional color rendering. Whether you need narrow, 
medium, or wide beams, the Rudy Series is designed to meet 
your specific lighting needs, perfectly highlighting your 
merchandise.

Our compact Power Track mounted luminaire stands out with its 
355-degree rotatable design and 45 to 90-degree adjustable 
light head, ensuring maximum flexibility. Built from die-cast 
aluminum with high-eıciency passive cooling, this luminaire 
oİers both functionality and durability. Featuring anti-glare ABS 
front rings, vacuum metalized reflectors, and cutting-edge COB 
LED technology, the Rudy Series guarantees optimal 
performance. Available in sleek powder-coated finishes of 
white, black, and grey, elevate your environment with the 
sophisticated and versatile Rudy Series.

Illuminate Your Space 
with Precision and Elegance

SeriesRUDY

warm cool3000K
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Live End Feed

“T” Connector “L” Connector 

End Cap Straight Connector

34mm
1
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SURFACE

3-Wire Aluminium Track 

Length : 1000mm, 2000mm

Color : White, Black & Grey

SYSTEM COMPONENTS 
SINGLE PHASE CIRCUIT TRACK
The Single circuit track system for indoor luminaries, 
is flexible enough to take any shape with a wide range of 
track accessories / joints available. The fixture should 
have specific adaptors / connectors to be used in this 
tracks. Highly used in exhibit hall, showroom, 
shop window where the lighting display is need.

“ T “ JointInside “L” Joint Ceiling Kit

End Cap Live End Straight Joint

3
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m
m

56mm

RECESS 

32mm

3
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m
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SURFACE

4-wire, 3-phase track, made of extruded aluminium, 
it housed the conductors of cross-section 4 mm square 
which have undergone an anti-oxidation treatment and 
are enclosed in two extruded PVC section with high 
insulation receptivity. The rating current is 220V 16A.

SYSTEM COMPONENTS 
THREE PHASE CIRCUIT TRACK

G A R D L E R



G A R D L E R

Available in powder-coated shades of 
white, black, and grey

Adaptor is suitable for 3-wire/4-wire 
power track systems

Utilizes a high-eıciency vacuum metalized 
polycarbonate reflector with beam angle 

O O O Ooptions of 12 , 24 , 40 , 60

Includes an aesthetically designed 
anti-glare ABS front ring

KEY FEATURES

The aesthetically designed compact 
power track mounted accent luminaire

Constructed entirely of die-cast 
aluminum for durability

OFeatures a specially engineered 355
O Orotatable luminaire and 45 , 90

adjustable light head

Equipped with a high-eıciency 
passive cooling die-cast aluminum light 
head with a rotatable arm

Ø86

9
5 1
1
0

RUDY-ADSA 3C | 4C

Presenting our latest collection of track-mounted spotlights, 
crafted to seamlessly combine both style and practicality to 
highlight any subject or space. This cutting-edge system oİers 
exceptional versatility, enabling eİortless movement of the 
fixtures along the track to modify accent and tailor the 
brightness as needed. Furthermore, the integrated driver 
attachment ensures smooth installation and eıcient operation.

Eİortless flexibility, perfect illumination-Discover 
our track-mounted spotlights

All dimensions are in mm

G A R D L E R

O355

O90

Power Track-
ACCENT LIGHT

LED PARAMETERS

3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K

1698 lm, 1709 lm, 1729 lm, 2015 lm
1944 lm, 1953 lm, 1967 lm, 2292 lm
2146 lm, 2149 lm, 2155 lm, 2507 lm
2421 lm, 2467 lm, 2514 lm, 2884 lm
2594lm, 2625 lm, 2664 lm,  3111 lm
2850lm, 2858 lm, 2866 lm,  3354 lm
2974lm, 2998 lm, 3036 lm,  3533 lm

15W
17W
19W
23W
25W
27W
29W

O40O24O12

Available Reflector Deg.

O60

WhiteGreyBlack

Color Choice

90 80

CRI IP20 COB 0.799

Application area for retail space: 
Focal area | Ambient | Show Window | Wall Display

Power Factor
THD

Light Source
Power Consumption 

90 CRI 
80 CRI

Driver
Input Voltage Range
Output Voltage
Output Current

: >0.98
: <10%

: COB-Chip on Board
: 15W, 17W, 19W, 23W, 25W, 27W, 29W

: 3000 K  |  3500 K  |  4000 K
: 5700 K

: Constant Current AC-DC
: 220-240 V
: 33V-37V DC
: 400 mA, 450 mA, 500 mA, 600 mA, 
  650 mA, 700 mA, 750 mA

TECHNICAL SPECIFICATIONS

IS 10322(PART 5/SEC 2):2012

R-71012963

IS 10322(PART 5/SEC 1):2012

R-71007862

Recess Mount
Power Track-
Accent Light



Power Track-
ACCENT LIGHT

Ø86

9
5 1
1
0

9
5

Ø86

1
4
0

H
or

iz
on

ta
l-

ac
ce

nt
 w

ith
 

cu
rv

e 
ar

m
 lu

m
in

ai
re

H
or

iz
on

ta
l-

ac
ce

nt
 w

ith
 

st
ra

ig
ht

 a
rm

 lu
m

in
ai

re
H

or
iz

on
ta

l 
ac

ce
nt

 lu
m

in
ai

re

Ø86

1
4
7

9
5

All dimensions are in mm All dimensions are in mm

Power Track-
ACCENT LIGHT & Recess DOWN LIGHT

RUDY-ADSA-3C | 4C

RUDY-ADCA-3C | 4C

RUDY-H-SA
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RUDY-H-CA

RUDY-V

G A R D L E RG A R D L E R

Application area for retail space: 
Focal area | Ambient | Show Window | Wall Display



All dimensions are in mm
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Semi Recess-
ACCENT LIGHT

SEMI-RECESS 
ADJUSTABLE SPOTLIGHT

Experience superior design and engineering with our range of 
semi-recess adjustable spotlights. These lights deliver impeccable 
illumination while adding a touch of elegance to any ceiling.
The Semi-Recess mount allows for versatility and adjustability. 
This modular lighting system is not only supremely elegant but also 
perfect for a variety of tasks including ambient lighting, accent lighting, 
and wall washing. It oİers maximum flexibility to suit your needs.

RUDY-SRSA

RUDY-SRCA

G A R D L E R



G A R D L E R

Experience sleek sophistication with the Dolph Series Power 
Track-Accent Light. Designed for versatility, it features a 355-
degree rotatable and 45 to 90-degree adjustable light head for 
tailored illumination. Constructed from premium die-cast 
aluminum, it ensures durability and eıcient passive cooling.

The anti-glare ABS front ring enhances its modern aesthetic, 
while the vacuum metalized polycarbonate reflector oİers 
beam angle options of 16, 24, and 40 degrees. Powered by 
advanced COB LED technology, this luminaire delivers energy-
eıcient, bright lighting.

With an in-built electronic driver and compatibility with 3-wire 
and 4-wire power track systems, it guarantees seamless 
operation. Available in stylish powder-coated black, white, and 
grey finishes, the Dolph Series combines functionality and 
elegance to elevate any space.

Versatile Lighting for 
Modern Spaces – Dolph Series

In order to accurately restore an object's original colors, 
Gardler Lighting oİers a variety of CCT options, including 
3000K, 3500K, 4000K, and 5700K. These options enhance 
the saturation of objects under the lights, bringing them 
closer to their original colors.

Color Reproduction

warm cool3500K

ILLUMINATE 

WITH PRECISION 

AND STYLE

The  with Power Track-ACCENT LIGHTDolph Series
Versatile, Elegant, and Engineered for 
Superior Performance.

G A R D L E R

SERIESDOLPH



IS 10322(PART 5/SEC 1):2012

R-71007862

Power Track-
Accent Light

IS 10322(PART 5/SEC 2):2012

R-71012963

Recess Mount

All dimensions are in mm

O355

O90

Power Track-
ACCENT LIGHT

LED PARAMETERS

3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K

15W
17W
19W
23W
25W
27W
29W

Available Reflector Deg.

WhiteGreyBlack

Color Choice

90 80

CRI IP20 COB 0.811

Application area for retail space: 
Focal area | Ambient | Show Window | Wall Display

Power Factor
THD

Light Source
Power Consumption 

Driver
Input Voltage Range
Output Voltage
Output Current

: >0.98
: <10%

: COB-Chip on Board
: 15W, 17W, 19W, 23W, 25W, 27W, 29W

: Constant Current AC-DC
: 220-240 V
: 33V-37V DC
: 400 mA, 450 mA, 500 mA, 600 mA, 
  650 mA, 700 mA, 750 mA

TECHNICAL SPECIFICATIONS

9
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7
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Ø86

1334 lm, 1349 lm, 1370 lm, 1581 lm
1565 lm, 1582 lm, 1600 lm, 1840 lm
1710 lm, 1729 lm, 1748 lm, 2014 lm
2003 lm, 2025 lm, 2058 lm, 2363 lm
2140 lm, 2165 lm, 2213 lm, 2558 lm
2340 lm, 2367 lm, 2408 lm, 2744 lm
2448 lm, 2477 lm, 2508 lm, 2909 lm

O40
O

24O16

KEY FEATURES

The aesthetically designed compact power 
track mounted accent luminaire

Constructed from high-quality die-cast 
aluminum for durability and longevity

O O O355  rotatable and 45  to 90
adjustable light head

High-eıciency passive cooling with a die-cast 
aluminum light head and rotatable arm

Anti-glare ABS front ring for a sleek and 
modern appearance

Vacuum metalized polycarbonate reflector with 
O O Obeam angle options of 16 , 24 , 40

Chip-on-board (COB) LED technology for bright 
and energy-eıcient lighting

Integrated high-eıciency electronic driver 
technology

Suitable for 3-wire power track systems

Available in powder-coated black, white, 
and grey finishes

DOLPH-ADSA 3C | 4C

Explore our innovative track-mounted spotlights, engineered to 
blend style and functionality eİortlessly. Designed for flexibility, 
these spotlights allow easy adjustment along the track, ensuring 
precise accentuation and customizable brightness. With an 
integrated driver attachment for hassle-free installation and 
reliable performance, this collection is the ideal solution for 
illuminating any space with sophistication and ease.

Versatile Lighting, 
Seamlessly Designed

G A R D L E R

90 CRI 
80 CRI

: 3000 K  |  3500 K  |  4000 K
: 5700 K



Power Track-
ACCENT LIGHT
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All dimensions are in mm

DOLPH-ADSA-3C | 4C

DOLPH-H-SA

G A R D L E R
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All dimensions are in mm

DOLPH-R

G A R D L E R

DOLPH-V
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Power Track-
ACCENT LIGHT & Recess DOWN LIGHT



DOLPH-E4C-AD3C
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Power Track-
ACCENT LIGHT

All dimensions are in mm
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Semi Recess-
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HARDY-H-AD 3C | 4C

Discover our innovative range of track-mounted, semi-recess, 
recess, and surface-mounted spotlights, designed to blend style 
with functionality. Oİering exceptional flexibility, these fixtures 
can be eİortlessly adjusted along the track to customize focus 
and brightness. With an integrated driver attachment, they ensure 
seamless installation and reliable performance, making them 
an ideal lighting solution for any space.

KEY FEATURES

Elegantly designed compact power track 
mounted accent luminaire

Constructed from durable die-cast aluminum 
with high-eıciency passive cooling and 
a rotatable arm

355-degree rotatable luminaire with a 
O O45  to 90  adjustable light head

Anti-glare ABS front ring for a sleek and 
modern look
High-eıciency vacuum metalized 
polycarbonate reflector with beam angle 

O O O Ooptions of 12 , 24 , 45 , 60

Equipped with high-eıcacy chip-on-board (COB) 
LED technology for bright, energy-eıcient lighting
Inbuilt high-eıciency electronic driver for 
seamless performance
Compatible with 3-wire and 4-wire 
power track systems
Available in powder-coated finishes white, 
black and grey

Versatile Spotlights 
For Perfect Illumination

All dimensions are in mm

O355

O90

Power Track-
ACCENT LIGHT

LED PARAMETERS

3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K

29W
31W
32W
35W
37W
38WAvailable Reflector Deg.

WhiteGreyBlack

Color Choice

90 80

CRI IP20 COB 0.894

Application area for retail space: 
Focal area | Ambient | Show Window | Wall Display

Power Factor
THD

Light Source
Power Consumption 

: >0.98
: <10%

: COB-Chip on Board
: 29W, 31W, 32W, 35W, 37W, 38W

Driver
Input Voltage Range
Output Voltage
Output Current

: Constant Current AC-DC
: 220-240 V
: 33V-37V DC
: 750 mA, 800 mA, 850 mA, 900 mA, 
  950 mA, 1000 mA

TECHNICAL SPECIFICATIONS

G A R D L E R

2867 lm, 2951 lm, 2997 lm, 3265 lm
3030 lm, 3114 lm, 3266 lm, 3496 lm
3110 lm, 3220 lm, 3298 lm, 3590 lm
3343 lm, 3445 lm, 3573 lm, 3875 lm
3497 lm, 3602 lm, 3710 lm, 4090 lm
3572 lm, 3701 lm, 3785 lm, 4175 lm

90 CRI 
80 CRI

: 3000 K  |  3500 K  |  4000 K
: 5700 K

IS 10322(PART 5/SEC 1):2012

R-71007862

Power Track-
Accent Light

IS 10322(PART 5/SEC 2):2012

R-71012963

Recess Mount



Power Track-
ACCENT LIGHT
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All dimensions are in mm

G A R D L E R

HARDY-H-AD-3C | 4C

HARDY-H-3C | 4C

HARDY-V
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All dimensions are in mm

G A R D L E R

HARDY-H-SR

HARDY-H-SM
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Semi Recess-Surface Mount
ACCENT LIGHT



KEY FEATURES

Cylindrical track-mounted vertical accent 
luminaire with an elegant design

Constructed from high-quality extruded 
aluminum with a high-eıciency 
passive cooling system

O O355  rotatable design and 45
adjustable light head for versatile lighting

Anti-glare ABS front ring for a sleek 
and sophisticated look
High-eıciency vacuum metalized 
polycarbonate reflector with beam 

O O Oangle options of 12 , 24 , 40

Utilizes chip-on-board (COB) LED 
technology for exceptional performance 
and energy eıciency
Inbuilt high-eıciency electronic driver 
for seamless operation
Compatible with 3-wire / 4-wire power 
track systems for easy installation
Available in powder-coated finishes 
white, black, and grey

All dimensions are in mm

O355

O90

Power Track-
ACCENT LIGHT

Application area for retail space: 
Focal area | Ambient | Show Window | Wall Display

Power Factor
THD

: >0.98
: <10%

Light Source
Power Consumption 

: COB-Chip on Board
: 35W, 37W, 38W, 40W

Driver
Input Voltage Range
Output Voltage
Output Current

: Constant Current AC-DC
: 220-240 V
: 33V-37V DC
: 900 mA, 950 mA, 1000 mA, 1050 mA, 

TECHNICAL SPECIFICATIONS

: 3000 K  |  3500 K  |  4000 K
: 5700 K

90 CRI 
80 CRI

LED PARAMETERS

3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K

35W
37W
38W
40W

3159 lm, 3289 lm, 3301 lm, 3535 lm
3394 lm, 3467 lm, 3540 lm, 3796 lm
3428 lm, 3487 lm, 3602 lm, 3812 lm
3753 lm, 3835 lm, 3916 lm, 4116 lm

G A R D L E R

1
5
2

Ø105

1
6
9

Available Reflector Deg.

WhiteGreyBlack

Color Choice

90 80

CRI IP20 COB

O
45

O
24O12

O60

Illuminate 
Your Space with Style

Explore our innovative track-mounted and surface spotlights, 
thoughtfully designed to combine style and functionality. 
These versatile fixtures allow eİortless adjustments to customize 
focus and brightness. Equipped with an integrated driver 
attachment, they ensure smooth installation and dependable 
performance, making them an excellent lighting solution 
for any environment.

ROCH-AD 3C | 4C

IS 10322 (PART 5/SEC 1) :2012

R-71007862

Power Track-
Accent Light



Power Factor
THD

: >0.98
: <10%

: 3000 K  |  3500 K  |  4000 K
: 5700 K

90 CRI 
80 CRI

Light Source
Power Consumption 

: COB-Chip on Board
: 15W, 18W, 20W, 23W, 25W, 27W, 30W, 31W, 35W

Driver
Input Voltage Range
Output Voltage
Output Current

: Constant Current AC-DC
: 220-240 V
: 33V-37V DC
: 400 mA, 450 mA, 500 mA, 600 mA, 650 mA, 
  700 mA, 750 mA, 800 mA, 900 mA

TECHNICAL SPECIFICATIONS

LED PARAMETERS

3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K

15W
18W
20W
23W
25W
27W
30W
31W
35W

1698 lm, 1709 lm, 1729 lm, 2015 lm
1944 lm, 1953 lm, 1967 lm, 2292 lm
2146 lm, 2149 lm, 2155 lm, 2507 lm
2421 lm, 2467 lm, 2514 lm, 2884 lm
2594 lm, 2625 lm, 2664 lm, 3111 lm
2850 lm, 2858 lm, 2866 lm, 3354 lm
2974 lm, 2998 lm, 3036 lm, 3533 lm
3038 lm, 3060 lm, 3131 lm, 3599 lm
3395 lm, 3430 lm, 3535 lm, 3980 lm

Ø88

1
9
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Ø60
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6
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15W, 18W, 20W, 

Surface Mount

23W, 25W, 27W, 
30W, 31W, 35W
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All dimensions are in mm

O
355

O
90

Power Track-
ACCENT LIGHT

Application area for retail space: 
Focal area | Ambient | Show Window | Wall Display

G A R D L E R

Available Reflector Deg.

WhiteGreyBlack

Color Choice

90 80

CRI IP20 COB

O
45

O
24O12

O60

ROCH ROCH-SM



3C | 4C

Discover our cutting-edge track-mounted spotlights, meticulously 
crafted to seamlessly blend style and functionality. These versatile 
fixtures oİer easy adjustments to tailor focus and brightness to 
your liking. With an integrated driver attachment, installation is 
a breeze and performance is reliable, making them the perfect 
lighting solution for any setting.

Flexible Spotlights 
for Ultimate Control

Compact power track-mounted accent 
luminaire with an elegant and modern design

KEY FEATURES

O O O355  rotatable luminaire and 45 -90  
adjustable light head for precise lighting 
adjustments
High-quality die-cast aluminum construction 
ensures durability and eıcient passive 
cooling

Anti-glare ABS front ring enhances the 
design while reducing glare

Advanced chip-on-board (COB) LED 
technology for bright and energy-eıcient 
illumination

High-eıciency vacuum metalized 
polycarbonate reflector with beam angle 

O O O Ooptions: 12 , 24 , 40 , and 60

Available in powder-coated finishes
white, black, and grey.

Advanced chip-on-board (COB) LED technology 
for bright and energy-eıcient illumination

Compatible with 3-wire and 4-wire 
power tracks for hassle-free installation

ROYAL-SMCA-AD

All dimensions are in mm

O355

O90

Power Track-
ACCENT LIGHT

Application area for retail space: 
Focal area | Ambient | Show Window | Wall Display

Power Factor
THD

: >0.98
: <10%

Light Source
Power Consumption 

: COB-Chip on Board
: 18W, 20W, 22W, 24W, 27W

Driver
Input Voltage Range
Output Voltage
Output Current

: Constant Current AC-DC
: 220-240 V
: 33V-37V DC
: 500 mA, 550 mA, 600 mA, 650 mA, 700 mA

TECHNICAL SPECIFICATIONS

G A R D L E R

Available Reflector Deg.

WhiteGreyBlack

Color Choice

90 80

CRI IP20 COB

O
40

O
24O12

O60

LED PARAMETERS

3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K

18W
20W
22W
24W
27W

1957 lm, 2010 lm, 2017 lm, 2276 lm
1989 lm, 2060 lm, 2101 lm, 2346 lm
2289 lm, 2303 lm, 2369 lm, 2654 lm
2442 lm, 2513 lm, 2562 lm, 2806 lm
2634 lm, 2664 lm, 2722 lm, 3055 lm

Ø86

1
2
7

: 3000 K  |  3500 K  |  4000 K
: 5700 K

90 CRI 
80 CRI

IS 10322(PART 5/SEC 1):2012

R-71007862

Power Track-
Accent Light

IS 10322(PART 5/SEC 2):2012

R-71012963

Recess Mount



Power Track-
ACCENT LIGHT

All dimensions are in mm
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Power Track-
ACCENT LIGHT G A R D L E R

Available Reflector Deg.

WhiteGreyBlack

Color Choice

90 80

CRI IP20 COB

O
40

O
24O12

O60

HERTA-V

Aesthetically designed track-mounted 
vertical accent luminaire

KEY FEATURES

O O355-degree rotatable luminaire and 45 -90  
adjustable light head for versatile lighting
Constructed entirely from durable extruded 
aluminum for enhanced performance
High-eıciency passive cooling system in the 
extruded aluminum light head
Anti-glare ABS front ring for a sleek, modern 
design with reduced glare
High-eıciency vacuum metalized polycarbonate 
reflector with beam angle options of 
12°, 24°, 40°, 60°

Available in powder-coated finishes
white, black, and grey.

Compatible with 3-wire/4-wire power 
tracks for flexible installation

Features advanced chip-on-board (COB) LED 
technology for superior illumination
Integrated high-eıciency electronic driver 
for seamless operation

LED PARAMETERS

3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K
3000 K, 3500 K, 4000 K, 5700 K

15W
18W
22W
24W
27W

1556 lm, 1613 lm, 1635 lm, 1833 lm
1957 lm, 2010 lm, 2061 lm, 2276 lm
2289 lm, 2303 lm, 2426 lm, 2654 lm
2442 lm, 2513 lm, 2562 lm, 2806 lm
2634 lm, 2664 lm, 2722 lm, 3055 lm

Application area for retail space: 
Focal area | Ambient | Show Window | Wall Display

Power Factor
THD

: >0.98
: <10%

Light Source
Power Consumption 

: COB-Chip on Board
: 15W, 18W, 22W, 24W, 27W

Driver
Input Voltage Range
Output Voltage
Output Current

: Constant Current AC-DC
: 220-240 V
: 33V-37V DC
: 400 mA, 500 mA, 600 mA, 650 mA, 700 mA

TECHNICAL SPECIFICATIONS

90 CRI 
80 CRI

: 3000 K  |  3500 K  |  4000 K
: 5700 K

IS 10322 (PART 5/SEC 1) :2012

R-71007862

Power Track-
Accent Light


